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INDUSTRIAL DOCK MOUNT ASSEMBLY INSTRUCTIONS 

Industrial Dock Mount  

Assembly Instructions 
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Watch our assembly animation at https://kascomarine.com/products/accessories/dock-mounts 

 

https://kascomarine.com/products/accessories/dock-mounts
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Suggested Tools and Supplies Needed 

¶ {ǳƎƎŜǎǘŜŘ DŀƭǾŀƴƛȊŜŘ ƻǊ {ǘŀƛƴƭŜǎǎ {ǘŜŜƭ tƛǇŜ ƳŀȄ млΩ ƭƻƴƎ ό¦ǎŜǊ {ǳǇǇƭƛŜŘύ όмύ 

¶ Lag Screws or Bolts for Mounting to Dock (8) 

¶ 3/4" Wrench or adjustable wrench 

¶ фκмсΩΩ /ƻƳōƛƴŀǘƛƻƴ ²ǊŜƴŎƘ 

¶ фκмсΩΩ {ƻŎƪŜǘ ²ǊŜƴŎƘ 

¶ 3/4" Socket Wrench 

Note : Some steps may require the help of a another person 

Note: Customer must provide the galvanized or stainless steel pipe maximum of 10 feet in length. The 

dock mount kit has two variations, Industrial and Universal, which use different pipe sizes. Check the 

ǇŀŎƪŀƎƛƴƎ ǘƻ ŘŜǘŜǊƳƛƴŜ ȅƻǳǊ ƪƛǘǎΩ variation. The Industrial kit needs a 1-мκнΩΩ pipe while the Universal 

kit ƴŜŜŘǎ ŀ мΩΩ ǇƛǇŜ. Since applications may vary, the user will supply the appropriate lag screws or bolts 

to secure to the dock or piling. Kasco strongly suggests the dock mount base be mounted as securely as 

possible. For Salt water use, Kasco suggests that you should use 1-мκнΩΩ ǎǘŀƛƴƭŜǎǎ ǎǘŜŜƭ ǇƛǇŜΦ 
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INDUSTRIAL DOCK MOUNT ASSEMBLY INSTRUCTIONS 

Assembly Instructions 

 

Begin by assembling 
the dry components 
of the dock mount.  

 

Step 1: Take the 
Dock Mount Base 
and lay it flat on the 
dock so the upright 
of the dock mount is 
closest to the water. 
Take a pencil or 
marker and mark 
the center of each 
hole of the Dock 
Mount Base. If you 
are not able to place 
the base easily on 
the mounting 
surface use the hole 
placement drawing 
to mark your holes 
instead. 
 
If you are mounting 
to a piling or wall 
see page 16. 
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Step 2: Drill the 
holes marked 
previously. Make 
sure not drill the 
holes too large 
otherwise the lag 
screws or bolts will 
not hold. Secure the 
Dock Mount Base 
with eight user 
provided ѹέ 
diameter lag screws 
or bolts. 

 

Step 3: With the 
base secured to the 
dock, gather the 
pipe clamp, lock 
handle, and a user 
supplied 1-мκнέ 
stainless pipe.  
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Step 4: Slide the 
pipe clamp over the 
pipe and tighten the 
lock handle until the 
pipe can no longer 
move. 

 

Step 5: With the 
pipe clamp assembly 
finished, gather the 
remaining parts 
along with your 
deicer or circulator. 
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Step 6: Start by 
putting the collar 
blocks together so 
the two half-moons 
are the same and 
match the pipe 
diameter. This 
should be done on a 
flat surface like a 
table or the dock 
floor. 
 
 
The larger sized half-
moons are made to 
match the 1-мκнέ 
pipe, while the 
smaller sized half-
moons are made to 
ƳŀǘŎƘ ǘƘŜ мέ ǇƛǇŜΦ 
 
 
 

 

Step 7: Next install 
the strut plates to 
the outsides of the 
collar blocks.  
 
Temporarily hold 
them together with 
a clamp or your 
hands. 
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INDUSTRIAL DOCK MOUNT ASSEMBLY INSTRUCTIONS 

 

Step 8: To assemble 
the unit mount use 
the 5έ hex head 
bolts and two 3/8έ 
lock nuts to loosely 
tighten the collar 
blocks and strut 
plates together. 
 
It is important to 
leave the unit 
mount assembly 
loose as it is needed 
to flex slightly to fit 
over the can strap 
and to slide onto 
the pipe. 
 
 
 
 
 
 

 

Step 9: Slide the can 
strap onto your 
deicer or circulator.  
 
Leave approximately 
1-1/2έ ŦǊƻƳ ǘƘŜ ǘƻǇ 
of the unit to the 
top of the can strap 
for best results.  
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Step 10: Insert and 
tighten a 3/8έ x 1/2έ 
Hex Head Bolt with 
ǘƘŜ ǘǿƻ оκуέ ƭƻŎƪ 
ǿŀǎƘŜǊ ŀƴŘ ŀ оκуέ 
lock nut.  
 
Use a фκмсέ 
combination wrench 
and фκмсέ socket 
wrench to tighten 
the bolt until snug. 
 
 
Make sure to 
tighten the strap 
down so it can no 
longer slide on the 
can. 
 
 
 
 
 

 

Step 11: Insert the 
can strap with the 
deicer or circulator 
into the loosely 
assembled unit 
mount. 
 
With the loosely 
assembled unit 
mount, slide it over 
the оκуέ ƭƻŎƪ nut 
and hex head bolt 
on the can strap. 
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Step 13: Slide the 
end of the pipe into 
the open end of the 
unit mount. Tighten 
Řƻǿƴ ǘƘŜ рέ hex 
head bolts and оκуέ 
lock nuts to the 
pipe.   
 
A 9/16έ 
combination wrench 
and фκмсέ socket 
wrench are needed 
for this step. 
 

 

Step 12: To anchor 
the unit to the 
mount take the 
ǎŜŎƻƴŘ оκуέ x 1/2έ 
hex head bolt and a 
оκуέ lock nut and 
insert them into one 
of the three upper 
holes. 
 
! фκмсέ 
combination wrench 
ŀƴŘ фκмсέ ǎƻŎƪŜǘ 
wrench are needed 
for this step. 


